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Sipariş Kodu / Order Code : 43228

Tork Ölçüm Görüntüleme ve Veri Yönetim Cihazı
Torque Measurement Display and Data Management Instrument

TORK ÖLÇÜM CİHAZLARITTT UKAS Akrediteli
Kalibrasyon

»» ±%0.5 tork ölçüm doğrulama hassasiyeti.
»» Norbar marka bütün tork sensörlerine uyumludur.
»» Farklı marka tork sensörleriyle uyumlu çalışır.
»» Basınç ve yük sensörleri özel olarak ayarlanıp kullanılır.
»» Tek cihaza üç adet tork sensörü bağlanabilir.
»» 13 ayrı birimde tork ölçümü görüntüleme.
»» Track, Peak ve Dial gibi bir çok modda ölçüm seçeneği.
»» Kullanıcıya özel ayar menüsü ve şifreleme.
»» Ücretsiz bilgisayar yazılımı ile doküman üretme.
»» RS-232 PC bağlantısı ile ölçüm kaydetme ve raporlama.
»» Dahili bataryası ile 3 saate kadar seyyar kullanım.

»» Torque measurement and verification accuracy ±%0.5.
»» All Norbar brand torque sensors are compatible.
»» Compatible with different brand torque sensors.
»» Pressure and load sensors are adjusted and used specially.
»» Three torque sensors can be connected to one device.
»» Measurement display in 13 different units.
»» Many modes of measurement such as Track, Peak and Dial.
»» User-customized setting menu and password settings.
»» Create documents with free computer software.
»» Measurement recording with PC connection via RS-232.
»» Can be used up to 3 hours with built-in battery.

Parça / Part No. 43228

A mm 152

B mm 181

C mm 200

Ağırlık / Weight kg 4.8 CB
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