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»» Torklama hassasiyeti ±%3,5
»» 200 ile 5000 Nm arasında 5 farklı model
»» Kademesiz olarak dik ve açılı konum ayarı
»» Civata sıkma ve sökmeye uygun tasarım
»» Ayarlanan tork değerinde durma özelliği
»» Her modelde 200 farklı tork ayar seçeneği
»» İki vitesli yapısıyla hızlı veya yavaş torklama
»» 220 veya 110 volt 50/60 Hz elektrik motoru
»» Her cihaza özgü üretici kalibrasyon belgesi
»» Alman malı, dayanıklı yapısı sayesinde uzun ömürlü
»» Türkiye’de servis desteği ve kalibrasyon hizmeti

»» Repeated accuracy ±3,5% with shut off system
»» 5 different models from 200 Nm up to 5000 Nm
»» Easy and stepless adjustment straight or angle mode
»» Designed for tighteening and loosening operations
»» 2 step gear feature (left&right) and 200 torque settings
»» Devices available in 230 Volt and 110 Volt versions
»» Tool stops when selected torque value achieved
»» 2 speed gear enable for slow and fast operations
»» Tool delivered with house calibration certificate and CE
»» High German quality from JUWEL
»» Service, spare parts and calibration in Turkey

Kalibrasyon
Sertifikalı TESM Serisi

Çok Fonksiyonlu Elektrikli Tork Anahtarları
Multifunction Electric Torque Wrench

ELEKTRİKLİ TORK ANAHTARLARI

Model Birim TESM-85 TESM-105 TESM-245 TESM-355 TESM-505
Tork Gücü / Torque power (Max) Nm 850 1.200 2.500 3.500 5.000
Tork Gücü / Torque power (Min) Nm 150 280 360 360 700
Kare sürücü / Square drive (A) inç 3/4"- 1" 1" 1" 1.1/2" 1.1/2"
Şanzıman Çapı / Out. Diam. (D) mm 99 99 99 99 99

Boy / Height  mm 275 275 305 315 365
Net ağırlık /  Weight kg 10 10 13,6 14,5 16,7

Boşta Dönüş Hızı / Idle speed d/d 16 14 10 9 3


